®)

Make a difference

INDICATOR LAMP/ DEN BAO PHA

INDICATOR LAMPS & PUSH BUTTONS

Light source/ Nguon sang LED
Colors/ Mau sac - Red/ Bd
- Yellow/ Vang

- Green/ Xanh la cay

- Blue/ Xanh dwong

- White/ Tréng

- Amber/ Mau hd phéch (mau cam)

Type/ Loai

Monolithic product/ San pham nguyén khoi

Voltage/ Dién ap

220 — 240V AC/ 110V ACDC/ 48V ACDC/
24V ACDC/ 12VACDC

Operation ambient temperature/ -20°C..+55°C
Nhiét do lam viéc

Relative humidity/ D6 am méi truong <85%

Led life/ Tudi tho 50.000h
Current consumption/ Mic tiéu thu 16...20 mA
Net weight/ Trong lvgng 209

Front ingress Protection/ Cap bao vé mat truwdce: IP65
Retardent rating/ Cap chong chay: UL94-v2

Standard specifications/
Tiéu chuan ap dung

IEC/EN 60947-1, 60947-5-1

Photo/ Model/ Ma so Color/ Drawing & Dimension/
Hinh anh Mau Ban vé va kich thwéc
D3 —dd
MT-PL22-Y Yellow/ S
Vang |: I o
MT-PL22-G Green/ =k, 5
Xanh |a
'[MT-PL22-B Blue/ [ 229 |
= = ~ 104 e
Xanh duong . 535
MT-PL22-A Amber/
H phach | €= 1-6mm (metal panel); e= 2-6mm
lasti I
MT-PL22-W Whiter | (Plastic panel)
Trang

* Other technical specifications can be made on request/ Cé thé san xuét theo thong sb khach hang
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PUSH BUTTON & SELECTOR SWITCH / NUT NHAN & CONTAC CHON VI TRI

Colors/ Mau sac

- Red/ Bo

- Yellow/ Vang

- Amber/ H6 phach (cam)
- Green/ Xanh & cay

- Blue/ Xanh dwong

Type/ Loai

Modular product, can extend the qontact/ )
San pham dang module, cé thé mé rong tiép
diém

Rated Insulation voltage (Ui)/ Bién ap cach dién | 600V
220V 50/60Hz
110V AC/DC
Voltage led lamp/ Dién ap déen led 48V AC/DC
24V AC/DC
12V AC/DC
Rated Impusles withstand voltage (Uimp)/ 6KV
Dién ap dinh chiu dwoc
Rated thermal current (Iu/Ith)/ Dong hiét gioi 10A
han
Rated current/ Dong dinh mirc
- AC-15 at 240VAC 3A
- AC-15at 120VAC 6A
- DC-13 at 600V 0.1A
- DC-13 at 250V 0.27A
- DC-13 at 125V 0.55A
- AC-15 at 600V 1.2A

Machanical life/ Tudi tho co’ khi

3.000.000 times (1an)

Electrical life/
Tudi tho déng cat co dién

- 800.000 cycles AC-15, 2A at 230 V, operating
rate <3.600 cycles/h

- 800.000 cycles AC-15, 3A at 120 V, operating
rate <3.600 cycles/h

- 800.000 cycles AC-15, 4A at 24 V, operating
rate <3.600 cycles/h

- 800.000 cycles DC-13, 0.2A at 110V,
operating rate <3.600 cycles/h

- 800.000 cycles DC-13, 0.5A at 24 V, operating
rate <3.600 cycles/h

Operation ambient temperature/ -20°C..+55°C
Nhiét d6 1am viéc
Relative humidity/ D6 am méi truong <85%

Standard specifications/
Tiéu chuan ap dung

IEC/EN 60947-1, 60947-5-1
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Selector switch
with key/
Contac chon vi
tri co khoa

()

MT-SW2P-A21-K

1NO

MT-SW3P-A22-K

<<€

2NO

2.7
T
2

43

Emergency stop/
Nut ding khan
cap

MT-ES-A102

Red/
Po

1INC

Photo/ Description/ Model/ Remark/ |Contac Drawing &
Hinh anh Mo ta Ma sé6 Ghi type/ Dimension/
chi Tiep Ban vé va kich
diem thwéce
Green/
MT-PG-A101 Xanhla | 1NO ;
Red/ "
MT-PR-A102 Dé 1INC o
Push button /Nut o w0 "
nhan Yellow/ I 11 1 ¥
MT-PY-A101 Vang 1NO
Blue/ ful L
MT-PB-A101 Xanh 1NO
duwong
Green/
] Red/ >
Push button with | MT-PR-A102L D3 1NC
lamp/ ) 8 8+ tH——1 3
Nut nhan cé déen Amber/ y
MT-PA-A101L Ho 1NO
phach - =
Blue/
MT-PB-A101L Xanh 1NO
duvong
Red/ -
Buzzer/ Coi MT-BR22 bé —|
Flash light/ Den Red/ 5{— — S
flash MT-FL22 PO - el
Flash buzzer/ peme I'ES,,
Pén flash kem MT-FB22 Red/ - 58 4
cOi bé
Selector switch / | MT-SW2P-A21 | INO
Contac chon vj
tri
¥ MT-SW3P-A22 2NO

()

) Anti-rotation design for contact/ Thiét ké chéng xoay tiép diém
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Photo/ Description/ Model/ Remark | Cont. Drawing &
Hinh anh Mb ta M3 sé / type/ Dimension/
Ghi Tiép Ban vé va kich
chu | diém thwérc
ZBE-101 1NO
Contact/ Tiép
diém W10xH33xD24x
ZBE-102 1NC (mm)
EV6-AD12(R/AIG) |12V
AC/DC
EV6-AD24(R/AIG) |24V
AC/DC
Led lamp/ Bén EV6-AD48(RIA/G) | 48V Included lamp and
led AC/ DC socket/ )
Bao gom dén va de
EV6-AD110(R/A/G) | 110V
AC/DC
EV6-A220(R/A/G) | 220-240
VAC
Name plate/ Use for indicator lamp,
E Miéng ghi nhan | MT-NL22 push button, SW type
@22/mm/ Str dung cho
den bao nut nhan
@22mm
Push button Complete with push
y cover/ Nép che MT-RC22 IP65 button @22mm/
nut nhan Phu hop cho nut
nhan @22mm
Complete with push
- Push button button @22mm/
6 cover/ Nap che MT-SC22 Phu hop cho nut
nat nhan nhan @22mm
Panel plug/ Nap |MT-PF22 @22mm
che
E.STOP cover/
N&p che béo vé
nut nhan khan  |MT-ESC @22mm
(960mm)
Cover IP65 for
E.STOP and SW/
Nap che IP65 cho |MT-ESSWC IP65 @22mm (H50mm)
nat nhan khan va
cong tac xoay
Green/ | 1NO N
MT-PG-A101-OD Xanh |4 g
Push button MT-PR-A102-0OD Red/ D6 | INC »
IP65 type /Nut Amber/ | 1NO | .
nhan Xf;i P65 |MT-PY-A101-OD Cam 8y TErt—t
Blue/
MT-PB-A101-OD Xanh 1NO 6 a3
duwong '

* Other technical specifications can be made on request/ Cé thé san xuét theo thong sb khach hang
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